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R-LOC® Stainless Steel Ties

R-Loc Stainless Steel cable ties provide solutions to all your c

lamping problems. R-Loc cable ties are used

world-wide to secure POLES, CABLES, PIPES and perform host of other clamping functions.

“R-Loc” cable ties not only have high resistance to heat but ca
are the perfect choice for Indoor, Outdoor and Underground

n also stand the test of salts and acids. They
applications. R-Loc cable ties have rounded

edges and are safe for handling. To ensure the security of your clamping functions, R-Loc ties are subjected
to rigorous physical and chemical testing. Cable ties are randomly subjected to loop tensile strength.

R-Loc Cable ties are offered in both AISI 304 and AlSI 316 Stainless Steel. Raychem RPG provides customised
solutions including designing, testing, validation and stimulation through our in house testing facilities.

R-LOC® Features:

e Fire proof with very wide temperature ranges

e Coating Options; Polyester Epoxy & Thermoplastic Polymer
¢ Non-Toxic and halogen free thermo plastic coatings

¢ Rounded edges and smooth surfaces for safe handling

* Extreme resistance to corrosion, vibration & UV Radiation

PN Colour Codes:

*Black: BC

+Blue: BB ’ ‘
* Green: BG v i

* Red: B ‘,

* White: BW ‘
*Yellow: BY

o)
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R-LOC® Stainless Steel Tie Types:

Ball Lock

e Self Locking mechanism for fast and easy installation PN

¢ Fully enclosed head does not allow dirt or grit to interfere with locking mechanism : lm |
* Lock Mechanism Ball made of SS316 ensuring perfect lock in harsh corrosive conditions

Ball Lock / Spring M

* The unique spring form design maintains greater installed tension on non-resilient objects ‘
Ladder

¢ Precise Loop Diameter Applications

Releasable ‘.«/ \h
® Can be reused for multiple installations over long period of time "'\ /
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Light & Medium Gauge Ties

Uncoated Polyester Coated Dimensions (mm) Tensile
SS304 SS316 SS304 SS316 Length | Max Dia. | Thickness | width | Strength (Ib)

BU44-100 BU46-100 BC44-100 BC46-100 100 (47) 27

BU44-150 BU46-150 BC44-150 BC46-150 150 (6”) 43

BU44-200 BU46-200 | BC44-200 BC46-200 200 (8”) 59

BU44-260 BU46-260 | BC44-260  BC46-260 260 (10”) 78

BU44-360 BU46-360 BC44-360 BC46-360 360 (14”) 110 4.6 150
BU44-520 BU46-520 BC44-520 BC46-520 520 (207) 161

BU44-620 BU46-620 BC44-620 BC46-620 620 (24”) 192

BU44-840 BU46-840 | BC44-840 BC46-840 840 (277) 263

BU44-1000 BU46-1000 | BC44-1000 BC46-1000 [ 1000 (33”) 313

BU74-100 BU76-100 | BC74-100 BC76-100 100 (4") 27 0:25

BU74-150 BU76-150 | BC74-150 BC76-150 150 (67) 43

BU74-200 BU76-200 | BC74-200 BC76-200 200 (8”) 59

BU74-260 BU76-260 | BC74-260 BC76-260 260 (107) 78

BU74-360 BU76-360 BC74-360 BC76-360 360 (14”) 110 7.9 300
BU74-520 BU76-520 BC74-520 BC76-520 520 (207) 161

BU74-620 BU76-620 | BC74-620 BC76-620 620 (247) 192

BU74-840 BU76-840 | BC74-840 BC76-840 840 (277) 263

BU74-1000 BU76-1000 | BC74-1000 BC76-1000 [ 1000 (33") 313

100 pcs / bag
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Ball Lock Ties - Self Locking

Heavy Gauge Ties
Uncoated Polyester Coated Dimensions (mm) Tensile
SS304 SS316 SS304 SS316 Length | MaxDia. |Thickness| width | Strength (1b)
BU124-100 BU126-100 | BC124-100 BC126-100 100 (47) 27
BU124-150 BU126-150 | BC124-150 BC126-150 | 150 (67) 43
BU124-200 BU126-200 | BC124-200 BC126-200 | 200 (8") 59
BU124-260 BU126-260 | BC124-260 BC126-260 | 260 (10”) 78
BU124-360 BU126-360 | BC124-360 BC126-360 | 360 (14”) 110 0.40 12.7 700
BU124-520 BU126-520 | BC124-520 BC126-520 | 520 (20”) 161
BU124-620 BU126-620 | BC124-620 BC126-620 | 620 (24”) 192 ry
BU124-840 BU126-840 | BC124-840 BC126-840 840 (33”) 263 w
BU124-1000 BU126-1000 ( BC124-1000 BC126-1000| 1000 (39”) 313
100 pcs / bag
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R-LOC®

Stainless Steel Products

Strain Relief Applications

Ball Lock / Spring Ties - Self Locking

Light & Medium Gauge Ties

Uncoated Polyester Coated Dimensions (mm) Tensile
SS304 SS316 SS304 SS316 Length | Max Dia. | Thickness | width | Strength (Ib)

BUz4-200  BUz46-200 | BCz44-200 BCz46-200 200 (87) 50

BUz44-260 BUz46-260 | BCz44-260 BCz46-260 | 260 (107 69

BUz44-360 BUz46-360 | BCz44-360 BCz46-360 | 360 (14”) 102

BUz44-520 BUz46-520 | BCz44-520 BCz46-520 | 520 (207) 152 4.6 150
BUz44-680 BUz46-680 | BCz44-680 BCz46-680 | 680 (277) 190

BUz44-840 BUz46-840 | BCz44-840 BCz46-840 840 (33") 254

BUz44-1000 BUz46-1000 | BCz44-1000 BCz46-1000| 1000 (39”) 300

BUz74-200 BUz76-200 | BCz74-200 BCz76-200 200 (87) 50 025

BUz74-260 BUz76-260 | BCz74-260 BCz76-260 | 260 (107 69

BUz74-360 BUz76-360 | BCz74-360 BCz76-360 360 (14”) 102

BUz74-520 BUz76-520 | BCz74-520 BCz76-520 | 520 (207) 152 7.9 300
BUz74-680 BUZz76-680 | BCz74-680 BCz76-680 | 680 (27”) 190

BUz74-840 BUZz76-840 | BCz74-840 BCz76-840 | 840 (33") 254

BUz74-1000 BUz76-1000 | BCz74-1000 BCz76-1000| 1000 (39”) 300

(100 pcs / bag)
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Ladder Ties - Precise Loop Diameter Applications

R-LOC®
Stainless Steel Products
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Light & Medium Weight Ties

Uncoated Polyester Coated Dimensions (mm) Tensile
SS304 SS316 SS304 SS316 Length | Max Dia. | Thickness | Width | Strength (1b)
LU74-150  LU76-150 | LC74-150  LC76-150 150 (67) 48
LU74-200  LU76-200 | LC74-200  LC76-200 200 (8") 64
LU74-225  LU76-225 | LC74-225  LC76-225 225 (97) 71
LU74-250  LU76-250 | LC74-250  LC76-250 | 250 (107) 80
LU74-300  LU76-300 | LC74-300  LC76-300 | 300 (12") 96
LU74-360  LU76-360 | LC74-360  LC76-360 | 360 (14) | 114 0.28 7 150
LU74-450  LU76-450 | LC74-450  LC76-450 | 450 (18”) | 142
LU74-600  LU76-600 | LC74-600  LC76-600 | 600 (23") | 190
LU74-610  LU76-610 | LC74-610 LC76-610 | 610(24") | 194
LU74-750  LU76-750 | LC74-750  LC76-750 | 750 (307) | 238
LU74-1000 LU76-1000 | LC74-1000 LC76-1000 | 1000 (39") | 318
LU124-150 LU126-150 | LC124-150 LC126-150 | 150 (6") 48
LU124-200 LU126-200 | LC124-200 LC126-200 | 200 (8") 64
LU124-225 LU126-225 | LC124-225 LC126-225 | 225 (9") 71
LU124-250 LU126-250 | LC124-250 LC126-250 | 250 (107) 80
LU124-300 LU126-300 | LC124-300 LC126-300 | 300 (127) 96
LU124-360 LU126-360 | LC124-360 LC126-360 | 360 (147) | 114 0.47 12 300
LU124-450 LU126-450 | LC124-450 LC126-450 | 450 (18”) | 142
LU124-600 LU126-600 | LC124-600 LC126-600 | 600 (23") | 190
LU124-610 LU126-610 | LC124-610 LC126-610 | 610 (24”) | 194
LU124-750 LU126-750 | LC124-750 LC126-750 | 750 (30") | 238
LU124-1000 LU126-1000 | LC124-1000 LC126-1000 | 1000 (39") | 318
(100 pcs / bag)
L {

B | | i

-y lJ (0000000000O000D0ODONO0ONDONDODOON0GDOODONN0D )j

w | o r

g r

i

]

f

Great North Technologies Incorporated
www.greatnorthtech.com / customerservice@greatnorthtech.com
Customer Service; 514-620-3724 / Fax; 514-620-3086 / Sales; 514-575-8044
623 — 3484 Sources Boulevard, Dollard Des Ormeaux, Québec HIB 179 Canada




Great Nrth

Technologies
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Stainless Steel Products

Medium & Heavy Weight Ties

SS304 SS316 SS304 SS316 Dimensions (mm) Tensile
Uncoated Polyester Coated |*PPA Coated Length Max Dia. | Thickness | Width Strength (Ib)
RU64-152 RU66-152 [ RC64-152 RC66-152| RCp66-152 | 152 (6”) 38
RU64-229 RU66-229 [ RC64-229 RC66-229 | RCp66-229 | 229 (97) 63
RU64-305 RU66-305 [ RC64-305 RC66-305| RCp66-305 | 305 (127) 86 200
RU64-457 RU66-457 | RC64-457 RC66-457 | RCp66-457 | 457 (18") 137 6.35 *330
RU64-610 RU66-610 [ RC64-610 RC66-610| RCp66-610 | 610 (24”) 185
RU64-762 RU66-762 | RC64-762 RC66-762| RCp66-762 | 762 (307) 231
RU64-914 RU66-914 | RC64-914 RC66-914 | RCp66-914 | 914 (367) 280 0.50
RU94-152 RU96-152 |RC94-152 RC96-152| RCp96-152 | 152 (6”) 38 *1.10
RU94-229 RU96-229 [ RC94-229 RC96-229 | RCp96-229 | 229 (9”) 63
RU94-305 RU96-305 [ RC94-305 RC96-305| RCp96-305 | 305 (127) 86
RU94-457 RU96-457 | RC94-457 RC96-457 | RCp96-457 | 457 (18") 137 9.53 450
RU94-610 RU96-610 [ RC94-610 RC96-610| RCp96-610 | 610 (24" 185
RU94-762 RU96-762 | RC94-762 RC96-762| RCp96-762 | 762 (307) 231
RU94-914 RU96-914 [ RC94-914 RC96-914 | RCp96-914 | 914 (36”) 280
(100 pcs / bag)
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Tools for R-LOC® Products

Part No. Description Application PN Series
RR-GO1 Automatic Cable Tie Gun
RR-P02 Cable Tensioning Pliers Cable Ties B,L&R
RR-HO5 Cable Tie Hook
RR-B04 Bantam Tool Pre-Cut Straps RC, PJ & PW

Buckle Crimping Tool Buckles RC
RR-TO3 -

Band Ratchet & Cutting Tool Bands RS
RR-R06 Ratchet Tool Bands & Straps

RR-GO1 Cable Tie Automatic Gun.

eEasy to install automatic gun, with single hand operation.

eCable tie side entry for immediate positioning of tie & tool.
eControlled tension & fully adjustable to achieve desired tension.
eEasy and automatic removal of excess tie length with auto cut-off.

RR-P02 Cable Tensioning Pliers

¢ Cable tie side entry for immediate positioning of tie & tool.

¢ Hand operated tool with installer controlled tension and cut-off.

¢ Easy removal of excess tie length.

¢ Lever actuated cut-off.

* Rugged, lightweight, easy to operate providing a mechanical advantage.

RR-T03 Band ratchet and cutting / Buckle crimping Tool.

* Features a spring-loaded gripper lever for more efficient band handling.
¢ Easy to use spindle handle to ratchet band through buckle.

¢ Cut-off Lever is vinyl coated for easy cutting of band.

RR-B04 Bantam Auto Gun Tool.
¢ Light weight gun handle configuration to tighten Strap or Tie.
¢ Cut-off Lever for easy cutting of Strap or Tie.

RR-HO5 Cable Tie Hook.
¢ Used as a hand tool to tighten B, L & R Series Cable Ties.
¢ Insert hook into hole at end of tie and pull.

RR-R06 Ratchet Tool.
¢ Multipurpose heavy duty ratchet for Bands and Straps.

Great North Technologies Incorporated
www.greatnorthtech.com / customerservice@greatnorthtech.com
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Stress - Strain Curve for Typical Tensile Test
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R-LOC®
Stainless Steel Products

Strain
AlSI Type Number SS 430 SS 201 SS 304 SS 316
UNS 54300 S20100 530400 531600
BS 430817 301821 304831 316831
Specification - Euronorm W._No: 1.4016 W._No: 14310 W. No: 14301 W.No: 1.4401
Equivalents Name: X8 Cr17 | Name X10CrNi18-8 | NameX5CINi18-10 | Name X5CrNiMo17-12-2
Swedish 552320 552331 552332 552347
JIS SUS430 SUs201 SUS304 SUS316
Carbon - % C 0.12 Max 0.15 Max 0.07 Max 0.08 Max
Manganese - % Mn 1.00 Max 55-75 2.00 Max 2.00 Max
Phosporous - % P 0.04 Max 0.06 Max 0.045 Max 0.045 Max
Silicon - % Si 1.00 Max 1.00 Max 0.75 Max 0.75 Max
Composition Sulphur- S 0.03 Max 0.03 Max 0.03 Max 0.03 Max
Chromium - % Cr 16.00 - 18.00 16.00 - 18.00 17.50 - 19.50 16.0-18.0
Nickel - % Ni 0.75 Min 3.50-5.50 8.0-10.50 10.0-14.0
Nitrogen - % N 0.25 Max 0.10 Max 0.10 Max
Molybdenum - % Mo 200-300
Physical Properties
Molecular Structure Ferritic Austenitic Austenitic Austenitic
Density (Kilogram per Cubic Centimetre) 7750 7800 8000 8000
Modulus of elasticity (Giga Pascal) 200 197 193 193
. 0 - 100 Degree Celcius 104 15.7 172 15.9
E':a;ngigﬁﬁc'em ofThermal 1315 Degree Celcius | 11 175 178 16.2
p 0 - 538 Degree Celcius 114 184 184 17.5
Electrical Properties
Magnetism Magnetic Non-Magnetic Non-Magnetic Non-Magnetic
Electrical Resistivity (NanoOhm Metre) 600 690 720 740
Mechnical Properties
Ultimate Tensile Strength(Min) | Mega Pascal(Mpa) 450 515 515 515
Yield Strength(Min) Mega Pascal{Mpa) 205 260 205 205
Elongation (% min) in 30mm, 22 40 40 40
Hardness. Max Rockwell B 183 217 201 217
! Brinell 89 95 92 95

Corrosive Properties

Moderate Environments

Good Resistance

Good Resistance

Very Good Resistance

Excellent Resistance

Marine& Offshore Environments

Poor Resistance

Fair Resistance

Good Resistance

Very Good Resistance

Oxidising Environments

Fair Resistance

Fair Resistance

Fair Resistance

Very Good Resistance

Reducing Environments

Not Recommended
for use

Not Recommended
for use

Not Recommended
for use

Good Resistance

Applications

Economic Bands &
Buckles

Extra strong Bands &
Buckles for

construction and
automotive

Bands &
Buckles,Economical
Cable Ties,Outdoor
and harsher areas
like Chemical
plants, Food and
Diary industry

Cable ties,bands &
buckles,Marking
systems.Best in Class

for all Harsh environments

like Marine & Offshore
applications.
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R-LOC® Product Certifications & Standards

Material Standards: AlSI 201 Stainless Steel
AlSI 304 Stainless Steel
AlSI 316 Stainless Steel
AlSI 403 Stainless Steel

EN DIN 1.4371)
EN DIN 1.4301)
EN DIN 1.4401)
EN DIN 1.4024)

P

Surface Finish(s): A) Metallic - High Grade Finish
B) Pure Polyester & Epoxy Coatings
C) PPA 571 (Performance Polymer Alloy) Thermoplastic Coating
D) PVC (Polyvinyl Chloride) Coating

Temperature Ranges: A) - 80°C to +500°C (uncoated)
B) - 80°C to +150°C (coated)

Flammability rating: Fireproof, Halogen free

Performance: UV & Salt Spray resistant

Certifications

DET NORSKE VERITAS u Underwriters Laboratories
DNV # E-6729 ® I- UL # E-227552
DNV
ABS Class Type Approval Lloyds Registered for Shipping Class EU ROHS Compliant

LEAD FREE

<ABS %

Quality Standards:

ISO 9001:2000
Certified Manufacturing

ISO 14001:2002
Environment Friendly Plant

Great North Technologies Incorporated
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Clamping Solutions - For Demanding Application Appreved Products

Stainless Steel Cable Ties Stainless Steel
Continuous Bands & Buckles

Worm Driven & Snap Fit Clamps Marker Tags

Raychem RPG Limited &
Joint Venture between Tyco Electronics - USA & RPG Enterprises India

I50-9001 : 2000 Ex-Stock

And IS0 14001 Delivery & Variety of Materials and International Quality

surface Coating with competitive price

Certified Comapny ROHS Compliance
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